
9 volt DC, Center Neg. 
100ma min*

Output Jack

Bypass LED

Bypass Switch

Input Jack

*The use of an isolated power supply is recommended for powering all Walrus Audio Pedals. 
Daisy chain power supplies are not recommended. 



The Voyager is a gain/preamp overdrive that boasts 

a full spectrum of tone from any setting on its 

simple set of controls. From its lowest to highest 

settings, the Voyager provides a uniquely superb 

amount of clarity to any style of playing. At lower 

gain settings, it brightens the signal and adds 

clarity to each note played. With the gain turned 

up, the Voyager transforms into a thick overdrive, 

providing depth to chorded playing while retaining 

the clarity needed to break through on solos. Has 

True Bypass switching.

VOYAGER
PREAMP/OVERDRIVE

VOLUME – The Volume knob sets the overall output of the pedal.

GAIN – Adjusts the gain output. As it is increased, the signal 

becomes grittier and more overdriven. As it is decreased, the 

signal becomes less gritty and sounds closer to the original, 

unaffected signal.

TONE – Allows specific adjustment of high end/treble 

frequencies. Turn clockwise to increase amount of high/treble 

frequencies introduced into the signal. Turn counterclockwise 

to decrease high/treble frequencies and add low/bass 

frequencies into the signal.

Got questions? 

Shoot us an email at help@walrusaudio.com. Need a repair? 

All our pedals come with a limited lifetime warranty. Email 

repairs@walrusaudio.com should your pedal need a tune up, or 

visit walrusaudio.com/pages/warranty-and-repair for more info. 

For life advice, refer to Buzzfeed’s  top 10 lists.


